VULKEM 346 OR 951NF
TOP COAT

VULKEM 346, 950NF 951NF OR
VULKEM EPOXY WC
INTERMEDIATE COAT W/AGGREGATE

VULKEM 350NF, 350FC OR
360NF BASE COAT

TREMCO PUMA TC*

TREMCO PUMA WC*, SEEDED TO
REFUSAL WITH AGGREGATE

TREMCO PUMA BC*

TREMCO PUMA PRIMER*
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*A COMPONENT OF THE VULKEM® EWS TRAFFIC COATING SYSTEM WITH PUMA (POLYURETHANE METHACRYLATE)

NOTE : VU LK E M 950 N F MAY B E US E D AS TOPCOAT I N A R EAS W lTH NO U : V : The architecture, engineering, and design of the project using the Tremco products are the responsibility of the project's
design professional. All products and systems must comply with local building codes and standards. This detail is for
general information and guidance only and Tremco specifically disclaims any liability for the use of this detail. The project

VU I_K E M E POXY WC M U ST NOT B E U S E D W |TH VU LKE M 350 FC design _profess_iona/ d_e!{ermfn'es, in its sole d«‘s_crerion, m_/herher this detail or a functionally equivalent detail is best su(led for
the project. This detail is subject to change without notice. Contact Tremco to ensure you have the most recent version.
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