
VARIES

EXISTING PAVEMENT SYSTEM EXISTING COMPACTED
AGGREGATE/BINDER SECTION

EXISTING MODIFIED
ASPHALTIC BINDER

EXISTING BRIDGE SUBSTRATE

FIELD APPLIED EPOXY (BOTH
SIDES OF JOINT) EPOXY SUPPLIED

FACTORY APPLIED AND CURED HIGHWAY
GRADE SILICONE

WILLSEAL MODIFIED ACRYLIC
IMPREGNATED MICROCELL FOAM

FIELD APPLIED SILICONE SEALANT
(BOTH SIDES OF JOINT)
SILICONE SEALANT SUPPLIED

WILLSEAL COVER PLATE,
AS SPECIFIED
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Willseal 250B

Construction Products GroupWillseal Technical Support: 800-274-2813

This detail is for general informational purposes, only. The project design professional determines, in its sole discretion, whether
this detail or a functionally equivalent detail is best suited for the project with respect to any architecture, engineering, and design
requirements, including any local building code requirements. If this document is not reviewed and the product is not approved
for use by a licensed design professional, the customer agrees that the detail may contain substantive flaws requiring correction,
and hereby releases Schul International Co., LLC d/b/a Willseal from any and all liability related to the design and installation of
the product. This detail is subject to change without notice. Contact Willseal to ensure you have the most recent version.
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